
NOTE: Glazing material for all KD units and glazed units must conform to
               Anzi Z97.1 and CPSC Standard 16 CFC 1201 Category I and II.

NOTE: When cutting Hinge Rail (206) on a miter box add 3/8" to measurement. 
             This includes the �are on the back of Hinge Rail.

Opening Width = Sill = Damstrip

202
Strike Jamb

205
Handle Rail

214F
Handle

206
Hinge Rail

201
Hinge Jamb

VM-6
Magnet

VM-5
Glazing Vinyl

203
Wall Channel

Upper & Lower Rail = Glass Width + (1-7/8”)

Splash Plate = Top/Bottom Rails - 5/8”

Glass Width = Door Size - (4-1/4”)

214M
Handle

VM-2
Splash Plate Vinyl

209
Damstrip

207
Upper & Lower Rails

3/8”

135
Splash Plate Tape

204
Splash Plate

VM-5
Glazing Vinyl

5/8”
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207
Upper & Lower Rails

PREMIER

For Di�erent Sizes of Unit Heights and Unit Widths
See Price Book

SERIES

HORIZONTAL CROSS SECTION

VERTICAL CROSS SECTION

1000
Hinge Shower Door

1133 S. McCord Road
Holland, Ohio 43628

Phone: (419) 866.5667


