
NOTE: Glazing material for all KD units and glazed units must conform to
             Anzi Z97.1 and CPSC Standard 16 CFC 1201 Category I and II.
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(Optional)
809

Wall Jamb Filler

Tub Header (841) & Stay Clean Sill (802) = Unit Width - 1/16”

Towel Bar (816) = Glass Width + 1/4”
138

Towel Bar Bracket

VM-5
Glazing Vinyl

136
Finger Pull

131
Vinyl Bumper Guide

814
Wall Jamb

Glass Width = Unit Width / 2 - 2

Lower Rail (844) = Glass Width + (1-7/8”)

Top Rail (845) = Glass Width + (4-1/8”)

816
Towel Bar

846
Vertical Rail

845
Top Rail

1-1/2”

841
Tub Header

130
Roller Bearing

1/2”

VM-7
T-Fin 844

Lower Rail

802
Stay Clean Sill

150
Sill Guide

15/16”
(Optional)

810
Tub Track Filler

15/16”

PREMIER

For Di�erent Sizes of Unit Heights and Unit Widths
See Price Book

SERIES

7700/8700
Tub Slider

1133 S. McCord Road
Holland, Ohio 43628

Phone: (419) 866.5667

HORIZONTAL CROSS SECTION

VERTICAL CROSS SECTION


